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NOTES:

APPROVED
1. A DROP MANHOLE SHALL BE

USED WHEN SEWER MAIN IS

MORE THAN 12" ABOVE THE

MANHOLE BOTTOM.

(50.8mm)
2" MAX. PIPE
INTO MANHOLE

. FOR SEWER MAINS LESS THAN
12" ABOVE THE MANHOLE
BOTTOM, A CONCRETE TROUGH
SHALL BE INSTALLED TO INSURE
SMOOTH TRANSITION FROM PIPE
TO MANHOLE,

. MANHOLES SHALL BE WATER-
TIGHT.

SEE DETAILS FOR
COVER AND MANHOLE

FRAME
/r(ZO;;rm

. FOR SEWER MAINS 12" DIAMETER

OR LARGER, MANHOLE MUST BE
LINED WITH "SANCON" OR APPROVED
EQUAL.

BROKEN OR CHIPPED RINGS AND
CONES SHALL NOT BE USED.

SLOPE SHELVES
TO DRAIN

PLAN VIEW
3

A.C. PAVEMENT

CONCRETE COLLAR-CLASS "A" 6 SACK
3000 PSI

%

(457.2mm)

3" OR 6" RISER RING

PRECAST CONCRETE AH.YP'CAL)
MANHOLE WALLS SH BE A

PRECAST TYPE CONFORMING TO
ASTM STANDARD C478-61T
FOR CLASS 2 REINFORCED
CONCRETE PIPE.

WATER STOP

[

SCREEN TYPE

PLUG — |

W

wn
Lud

(101.6mm)

VARI

48.

JOINTS TO BE SET IN A WATERTIGHT
SEALANT APPROVED BY THE
CITY ENGINEER.

LATERAL CONNECTION
OMVER 5’ TO BE P.V.C. FOR DROP

1

No.

(1.2m)

24" TYP
(609.6mm)

BN

' SEE NOTE’

TEE, PIPE & 90° BEND.

POURED IN PLACE CLASS "A" CONCRETE,
6—SACK 3000 PSI

90" BEND

-
00
]

60" (1.5m) MIN.

SEE DWG. F—1 FOR PIPE"
JOIN AT MANHOLE
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